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SIRIS EB A
A (5 &
HRI 330W Ballast 3 phase motors,

Specifications

Light Source: Osram Sirius HRI 330W

Color Temperature: 8000K

Beam Angle: 1°/3°

Spot Angle: 12°~5° (with zoom lens 1)
12°~22°(with zoom lens 2)
12°~27°(with zoom lens 1&2)

Features

Colorwheel: 14 fixed colors plus open with rainbow

effect

Gobo wheel: 1 Static gobo wheel with 15 gobos plus
open; 1 Rotating gobo wheel with 6 gobos plus frost

filter and open
Gobos outside diameter:25. 8mm
Gobos image diameter:20mm

8 facet prism+ 24 facet prism,both of them can rotate in

both directions and overlay each other
Qutstanding color macro effect
0~100% smooth dimming

Various strobe speeds

Integrated two features: beam and spot

Discharge Moving Heads

SABER BEAM SPOT
KP-330BS

Control

DMX Channel: 17/20 channels

Control Mode: DMX512

Firmware Upgrade: Update via DMX link

Pan/Tilt

Pan/Tilt: 540°/ 250°
Pan/Tilt Resolution: 16 bit

Construction

Display: LCD display

Date In/Out: 3-pin XLR
Power In/Out: Power cord out
Protection Rating: IP20

Electrical and Fhysical

Power Voltage: AC 100~240V, 50/60Hz
Power Consumption: 510W
Dimensions(mm): 435x344x575mm,20kg
Dimensions(in): 17.1"x13.5"x22.6"in, 44.0lbs

Photometrics Diagram

Distance(m) 5 10 15 20
DO >z7'

1° Lux 610000 140000 62000 37000

Diameter(m) 0.04 0.07 0.11 0.15

27° Lux 1870 468 208 117

Diameter(m) 24 4.8 7.2 9.6

Dimensions(mm)
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