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RGBW RGBY 3 phase motors, Flicker free
< 700Z RGBY

GCM-1002
CM-100ZRGBY

Control

DMX Channel: 14/16/26 channels
Control Mode: DMX512, RDM
Firmware Upgrade: Update via DMXlink

Fan/Tilt
Pan/Tilt: 540°/240°
Pan/Tilt Resolution: 16bit

Electrical and Physical

Power Voltage: AC 100~240V, 50/60Hz
Power Consumption: 700W
Dimensions(mm): 335x430x541mm,22Kg
Dimensions(in): 13.1"x16.9"x21.2"in, 48.5lbs

Photometrics Diagram

Distance(m) 5 10 15 20
Specifications )
Light Source: 19 x 30W RGBW LED(CM-700Z)
19 x 30W RGBY LED(CM-700Z RGBY)
Zoom Range: 5°~50° T S
Luminous Flux: 5925Im Diameter(m) 1.1 2.1 2.8 41
50°Lux RGBW 828 272 141 82
50°Lux RGBY 960 240 106 60
Diameter(m) 73 14.6 21.9 29.2

Construction
Display: LCD display : H

Data In/Out: 3-pin and 5-pin XLR Dlmenalone(mm)
Power In/Out: PowerCon in
Protection Rating: IP20

Features

Electronic linear zoom system,

zoom range: 5°~50°

3 ring control, outstanding color macro effect
0~100% smooth dimming

Various strobe speeds

Integrated powerful beam and wash features

47 LED Moving Heads
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