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TV LIGHT PANEL 2000

LP-F2000

FEATURES

- Outstanding floodlight and soft light
- Canbeusedinthe studio, TV program, hall,
meeting room, shopping mall, video shooting, etc.

- Can be powered by battery

TECHNICAL SPECIFICATIONS

Specifications
- Light Source: 480 pcs CW LED (CW)
480 pcs WW LED (WW)
480 pcs CW + 480 pcs WW LED (VW)
- Color Temperature: 5,600+ 250 K (CW)
3,200 + 150 K (WW)
3,200+ 150K - 5,600 + 250 K (VW)
- Beam Angle: 110°

PHOTOMETRICS DIAGRAM
Control Distance(m) 2 4 6 8
- DMX Channel: 1/2A/2B/3 channels (CW/WW) ' ' :
2/3A/3B/4/5/6 channels (VW)
- Protocols: RDM, DMX, Master/Slave, Art-Net(CW/WW/VW) < 110°
- Firmware Upgrade via DMX link
1 1 1

Construction 110°Lux  WW 1,220 305 136 77
- Display: LCD display cw 1,366 342 152 86

VW 1,114 251 110 62

- Data In/Out: 5-pin XLR,RJ45
- Power In/Out: Power Connectorin
- Protection Rating: IP20
POOBS
Optical
- CRI: WW=295, CW294,VW=294
- CQS:\WW=294, CW=294,VW=94
- TLCEEWW=295, CW=295,VW=295

Electrical and Physical
- Input Voltage Range: 100-240V~ 50/60Hz
- Power Consumption: 186W(CW/WW)
199W(VW)
- Dimensions: 668 x 148 x 487 mm (26.2" x 5.8" x 19.14")
- Carton Dimensions: 770 x 610 x 310 mm (30.3" x 24" x 12.2")
- Weight: 10 kg (22.0 Ibs)

LIGHT QUALITY PARAMETER

CIE1931 CHROMATICITY COORDINATES
CW WW VW

vl

CIE1931 EVERFINE
s s a i x = 0.3239 w = 0.3303 x =:0.4446 = 0.41

CIE1931 EVERFINE CIE1931 EVERFINE
Shgs ey s S e 2

T = 5726K g . T = 3253
! ek P ot ! ) S— | i P

x=0.3895y=0.3813 .,
' =2 1 ccf = 5783K

Ccw wWw VW

-/+180

. co/180,113.9°
30— €30/210,113.7°
—C60/240,113.8°
o €90/270,114.0°

AVERAGE BEAM ANGLE (50%) :110 DEG

——€30/210,113.7°
30
—C60/240,113.7°

0 €90/270,113.9°
AVERAGE BEAM ANGLE (50%) : 110 DEG
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