THEATRE SPOT 1o

TS-150 WW/CW

FEATURES

- Light source: 1x150W cool white LED

- Color Temperature: 5600+150K

- Motorized focus

- Zoomrange: 14°~55°

- Manual linear dimming

- 4 dimming curves,2 optional dimming speed

- 0~100% smooth dimming

- Low noise under 25dB@1m

- Rotating cover, rotating bracket with limiting function
- Flicker free management

TECHNICAL SPECIFICATIONS

Light Source
- Light Source: 1x150W cool white LED (CW)
1x150W warm white LED (WW)
- Color Temperature: 5600+150 K (CW)
3150150 K (WW)
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- LED life expectancy: 20,000 hours*
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- Display: LCD display : : '

14° Lux cw 2,300 575 256 144
- Protocols: DMX, Master/Slave, Manual, Art-Net ww 2,380 595 264 149

Diameter(m) CW/WW 1.2 2.5 3.6 4.8 DIM ENSIONS
- DMX Protocol modes: 2 55° Lux cw 820 205 91 51

ww 840 210 93 53

- Control channels: 2,3 Diameter(m) CW/WW 3.8 7.6 11.4 15.2

- Upgrade the firmware via DMX link

Electrical and Connectors
- Input Voltage Range: 100-240V~ 50/60Hz

- Power Consumption: 400 W [ 7 20.6"

. Data In/Out: 3-pin or 5-pin XLR,RJ45 mm)
- Power In/Out: Power Connectorin/out Pl
- Protection Rating: IP20 ﬁ“

(735 2/
Specification (243mm

- Fixture Specification: 264 x 278 x 406 mm (10.3" x 10.9" x 15.9")
Weight: 8.6 kg (18.9 Ibs)

- F/C Dimensions: 1,450x790x 735 mm(57.1"x 31.1" x 28.9")
Weight: 152.9 kg(337.1 Ibs) (Eight-pack Loader Case)

(*Light source's working life depends on the cycle ratio of its usage pattern and other environmental factors,
such as dust, oil, temperature, humidity, etc.)
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